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Increasing	 concern	 for	environment	has	made	building	
owners	 and	 designers	 to	 incorporate	 green	 design	
into	 their	 building	 projects.	 Buildings	 take	 about	 40	
per	 cent	 of	 energy	 consumption	 globally	 and	 have	
significant	 impact	 on	 the	 productivity	 and	 wellbeing	










design	 performance	 of	 buildings.The	 study	 adopted	 a	
triangulation	technique	that	combined	both	quantitative	
and	 qualitative	 methods	 of	 data	 collection.	 One-
thousand	one	hundred	and	eighty	(1,180)	questionnaires	
were	sent	out	 to	 registered	professional	architects	and	
consulting	 engineers	 in	 the	 preliminary	 questionnaire	
survey	 to	partially	 validate	 the	 theoretical	 framAework	
of	 the	study	and	to	obtain	a	general	profile	of	building	
design	 activities	 in	 Malaysia.	 A	 23.5	 percent	 response	
rate	 was	 achieved.	 In	 addition,	 16	 semi-structured	
interviews	were	conducted	with	selected	architects	and	
consulting	engineers	who	responded	to	the	preliminary	
questionnaire	 survey.	 The	 third	 part	 of	 triangulation	
involved	 a	 final	 questionnaire	 survey.	 One	 hundred	
and	two	(102)	out	of	274	questionnaires	from	the	final	
questionnaire	 were	 found	 to	 be	 useful	 and	 formed	 a	
database	for	data	analysis	purposes.	WINSTEP	software	
was	 used	 to	 validate	 the	 data	 collected.	 The	 Statistical	
Package	 for	 Social	 Science	 (SPSS)	was	used	 in	 the	data	
analysis	for	both	descriptive	and	inferential	statistics.The	
study	 concludes	 that	 the	 green	 design	 performance	 of	
buildings	in	Malaysia	is	generally	moderate.	The	quality	
of	 clients	 and	 the	 design	 team	 attributes	 significantly	
affect	 the	 green	 design	 performance	 of	 buildings.	
The	 project	 size,	 the	 availability	 of	 design	 information	




of	 global	 warming	 and	 pollution,	 the	 system	 can	 thus	
offer	an	effective	solution	to	reduce	such	problems	while	
providing	savings	 in	 total	building	energy	consumption	






was	 the	creation	of	a	 triple	 function	system	which	can	





and	 airflow	 performances	 using	 Computational	 Fluid	
Dynamic	 (CFD)	 simulations	 and	 daylight	 performance	
evaluation	 using	 physical	 modeling.	 	 To	 really	 assess	
the	 performance	 of	 the	 integrated	 system,	 prototypes	
were	built	based	on	the	predicted	results	by	taking	into	
consideration	the	materials	chosen	to	ensure	that	it	was	





comfort.	 A	 simple	 analysis	 on	 the	 potential	 electricity	
energy	 saving	 upon	 using	 light	 pipe	 showed	 that	 an	
amount	of	78.84	kWhr	could	be	saved	per	room	in	one	
year	for	lighting,	which	in	this	case	is	equivalent	to	4.93	







for	 the	 improvement	 of	 indoor	 environment	 in	 the	
tropics.
